
1023.73 40.30

578.37 22.77

1018.08 40.08
ACTIVE DISPLAY

572.67 22.55
ACTIVE DISPLAY

1168.09 45.99
ACTIVE DISPLAY

DONOT
OBSTRUCT

AIRFLOW

814.63 32.07

DONOT OBSTRUCT 
AIRFLOW

45.70 1.80

32.50 1.28

DONOT OBSTRUCT 
AIRFLOW

78.80 3.10

600.00 23.62

400.00 15.75

4X M8, VESA
MOUNTING HOLES

DONOT OBSTRUCT 
AIRFLOW

This side up
in LANDSCAPE mode

This side up
in P

O
R

TR
A

IT m
ode

LCD PANEL FHD461-X 
(135-003104-XX)

GENERAL NOTES:

NET WEIGHT: 27KG1.
GROSS WEIGHT: 32KG (WITHOUT MOUNTS)

OPERATING TEMPERATURE: 5°C TO 40°C / 90% RH2.
STORAGE TEMPERATURE: -20°C TO 60°C

POWER REQUIREMENTS: AC100-240V(WORLDWIDE), MAX 2A, 50/60Hz3.

MAX POWER CONSUMPTION: 170W4.
TYPICAL POWER CONSUMPTION: 130W @ 640NITS REF

ADDITIONAL COOLING MAY BE REQUIRED FOR CONFIGURATION MORE5.
THAN 3 HIGH

NOT RECOMMEDED FOR CONTINUEOUS USE OF OVER 20HOURS6.
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CHRISTIE DIGITAL SYSTEMS
USA, INC.

CHRISTIE DIGITAL SYSTEMS
CANADA, INC.

PART DESCRIPTION

DWG LINE FHD461-X
SIZE PART NUMBER

020-000636-01
REVISION

SCALE
1:3

MASS
- LBS [- KG] SHEET 1 OF 3

PROPRIETARY
NOT TO BE DISCLOSED OR REPRODUCED IN

ANY MANNER WITHOUT THE EXPRESS
WRITTEN PERMISSION OF 

CHRISTIE

THIRD ANGLE PROJECTION

REVISION HISTORY OF: 020-000636-01
DESCRIPTION OF CHANGE BY REV DATE

E

UNLESS OTHERWISE SPECIFIED

DECIMAL PLACES INCHES MILLIMETRES
.XXX
.XX
.X

± .063
± .125
± .250

± 1.6
± 3.1
± 6.3

ANGULAR DIMENSIONS

XX°
XX.X°

±1.0°
±0.5°

INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M-1994

TOLERANCES APPLY AS SHOWN BELOW

INCHESUNITS MILLIMETRES

APPROVED BY:

APPROVAL DATE:

DRAWN DATE:

DRAWN BY: V. VARDHANAN

07/04/2013

B. HEMPHILL

07/25/2013
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LCD PANEL FHD461-X 
(135-003104-XX)

LCD MOUNT 40-65 IN ML10 
(135-101103-XX)

SLOTS TO MOUNT 
TO THE WALL / CUSTOM

STRUCTURE

1023.78 40.31

578.37 22.77

370.24 14.58

PULL RELEASE LEVER
ON BOTH SIDE TO EXTEND
THE DISPLAY CARRIAGE

24°

569.37 22.42

PULL STRAP
TO INCLINE
THE PANEL FOR
SERVICE

2X ADAPTER PLATE

46" LCD PANEL WITH ADAPTER PLATE

46" LCD PANEL WITH LANDSCAPE MOUNT

GENERAL NOTES:

FASTEN M8 SCREW WITH A MAXIMUM TORQUE OF 3.0N.m (26.5llb.in)1.

WALL / SUPPORT STRUCTURE NOT
SHOWN.

GENERAL NOTES:

APPROXIMATE WEIGHT OF THE LANDSCAPE MOUNT ASSEMBLY IS 57Kg(125lb)1.
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LCD Mount 40-65 IN MP10
135-104106-XX

LCD PANEL FHD461-X 
(135-003104-XX)

578.37 22.77

1023.78 40.31

373.78 14.72

2X PORTRAIT ADAPTER
PLATE

PULL RELEASE LEVER
ON BOTH SIDE TO EXTEND
THE DISPLAY CARRIAGE

PULL STRAP
TO INCLINE THE
PANEL UPTO 24
FOR SERVICE

46" LCD PANEL WITH PORTRAIT MOUNT

WALL / SUPPORT STRUCTURE NOT
SHOWN.

GENERAL NOTES:

TO FASTEN ADAPTER PLATE TO THE LCD PANEL, TIGHTEN M8 SCREW WITH A MAXIMUM TORQUE OF 3.0N.m (26.5lb.in)1.
APPROXIMATE WEIGHT OF THE PORTRAIT MOUNT ASSEMBLY IS 57Kg (125lb)2.
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