
15° 15°
15°

15°

644.0 25.35

237.7 9.36

219.6 8.65

481.0 18.94

1093.7 43.06SEE LENS CHART

1198.8 47.20

R265.5 10.45
APPROXIMATE
SWING OF TPC

37.6  MIN.1.48
233.6 [9.20] MAX.

USING SUPPLIED
EXTENSIONS

37.6  MIN.1.48
60.6 [2.38] MAX.50.0 1.97

ALL FEET HAVE M12 STUD

200.0 7.88
EXHAUST DUCT

158.3 6.23

570.9 22.48

508.0 20.00

335.8 13.22

CENTER OF GRAVITY
"WITHOUT LENS"

173.0 6.81 717.1 28.23 204.1 8.04

81.0 3.19

475.0 18.70

BALLAST
COMMUNICATIONS

BALLAST
INTERLOCK

BALLAST NEGATIVE (-) BALLAST POSITIVE (+)

GENERAL NOTES:

MASS: 111 kg (245 lbs) NO LENS
SHIPPING WEIGHT: 122.5kg (270lbs) NO LENS

AMBIENT AIR TEMPERATURE: 10°C (50°F) - 35°C (95°F) MAX.
EXHAUST REQUIREMENTS:  600 cfm @ 0 - 3000FT ELEVATION

                               800 cfm @ > 3000FT ELEVATION

POWER REQUIREMENTS: SINGLE PHASE 200-240 VAC, 15 AMP BREAKER
SINGLE PHASE 100-240 VAC (UPS)

POWER CONSUMPTION (HEAD ONLY): 1.5 kW max

PROJECTOR HEAD HEAT LOAD: 4,800 BTU/h max*
BALLAST HEAT LOAD: 4,800 BTU/h max*
LAMP EXHAUST HEAT LOAD: 22,400 BTU/h max*
* HEAT LOAD VALUES BASED ON 6kW LAMP RUNNING AT 110%

TILT ANGLE: 15° MAX. PITCH/ROLL (REAR FEET ADJUSTMENT)

ROLL (±15°) PITCH (±15°)

02

03

LENS P/N 2K THROW 4K THROW DIMENSION
113-104106-XX 0.8:1 0.724:1 371.4 [14.62]
38-809071-61 1.0:1 0.905:1 383.6 [15.10]

129-104106-XX 1.25-1.45 1.13-1.31 358.8 [14.05]
129-105107-XX 1.45-1.8 1.31-1.62 307.1 [12.02]
129-106108-XX 1.8-2.4 1.63-2.17 295.4 [11.56]
129-107109-XX 2.2-3.0 1.98-2.71 250.9 [9.80]
129-108100-XX 3.0-4.3 2.71-3.89 295.8 [11.57]
129-109101-XX 4.3-6.0 3.89-5.43 367.4 [14.42]
129-110103-XX 5.5-8.5 4.98-7.69 412.6 [16.22]

15° 15°
15°

15°
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CHRISTIE DIGITAL SYSTEMS
USA, INC.

CHRISTIE DIGITAL SYSTEMS
CANADA, INC.

PART DESCRIPTION

LINE DWG D4K35
SIZE PART NUMBER

020-100731-01
REVISION

SCALE
1:5

MASS
- LBS [- KG] SHEET 1 OF 3

PROPRIETARY
NOT TO BE DISCLOSED OR REPRODUCED IN

ANY MANNER WITHOUT THE EXPRESS
WRITTEN PERMISSION OF 

CHRISTIE

THIRD ANGLE PROJECTION

REVISION HISTORY OF: 020-100731-01
DESCRIPTION OF CHANGE BY REV DATE

E

UNLESS OTHERWISE SPECIFIED

DECIMAL PLACES INCHES MILLIMETRES
.XXX
.XX
.X

± .063
± .125
± .250

± 1.6
± 3.1
± 6.3

ANGULAR DIMENSIONS

XX°
XX.X°

±1.0°
±0.5°

INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M-1994

TOLERANCES APPLY AS SHOWN BELOW

INCHESUNITS MILLIMETRES

APPROVED BY:

APPROVAL DATE:

DRAWN DATE:

DRAWN BY: T. CATER

06/30/2011

S. IZA

06/19/2012

03

REV
01
02

03

INITIAL RELEASE
ADDED EXTRACTOR KIT, ADDED
PEDISTAL PART NUMBER,
UPDATED LENS PART NUMBERS
ADDED AIR INTAKE/EXHAUST
FLOW RATES

TC
LP

LP

06/30/2011
08/29/2011

06/14/2012



88.8 3.49

681.6 26.83

500.0 19.69
MINIMUM RIGHT SIDE 

CLEARANCE

500.0 19.69
MINIMUM BACK

CLEARANCE

500.0 19.69
MINIMUM LEFT SIDE

CLEARANCE

LAMP BLOWER
AIR INTAKE
(80 CFM)

LAMP BLOWER
AIR INTAKE
(110 CFM)

LIGHT ENGINE
AIR INTAKE
(90 CFM)

LIQUID COOLING
EXHAUST
(10 CFM)

LIQUID COOLING
AIR INTAKE

03

03

03

03

652.5 25.69
MALM SWING

MALM: 108-111102-XX

66.0 2.60

523.9 20.63

128.6 5.06

SEE LENS CHART

336.6 13.25

306.8 12.08

CENTER OF GRAVITY WITH
MOTORIZED AUXILIARY LENS
MOUNT

1828.8 (6')
MAX LONG DUCT

209.4
EXHUST

FAN

90°

1009.5 39.74

789.9 31.10
372.0 14.65

217.7 8.57

210.2 8.28
165.1 (6.5")

MIN SHORT DUCT

209.4
EXHAUST 

FAN

EXTRACTOR KIT 
PART#: 38-814008-51
(NOT INCLUDED) 

02

LIGHT 
ENGINE EXHAUST
(60 CFM)03

1329.5 52.34

649.6 25.58

447.2 17.61

D4K35 WITH MOTORIZED
AUXILIARY LENS MOUNTREQUIRED CLEARANCES D4K35 WITH SHROUD

LAMP EXHAUST
(600 CFM)

2K THROW 4K THROW DIMENSION
1.45-1.8 1.31-1.62 463.9 [18.26]
1.8-2.4 1.63-2.16 452.2 [17.80]
2.2-3.0 1.98-2.71 407.7 [16.05]
3.0-4.3 2.71-3.89 452.6 [17.81]
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020-100731-01
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SCALE
1:4

MASS
- LBS [- KG] SHEET 2 OF 3

PROPRIETARY
NOT TO BE DISCLOSED OR REPRODUCED IN

ANY MANNER WITHOUT THE EXPRESS
WRITTEN PERMISSION OF 

CHRISTIE
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CHRISTIE DIGITAL SYSTEMS USA, INC

CHRISTIE DIGITAL SYSTEMS CANADA, INC
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LPS EXHAUST DUCT 
COVER

LPS EXHAUST DUCT 

LPS SUPPORT FRAME

LAMP POWER SUPPLY
(LPS)

RACK STAND SIDE PANEL

EXPLODED VIEW 
OF LPS INSTALLATION

PEDESTAL PART#: 108-282101-XX
(NOT INCLUDED)  02

LPS IN RACK STAND
SIDE PANEL REMOVED

446.6 17.58

414.5 16.32

220 VAC AUXILLIARY CONNECTIONS
FOR PROJECTOR HEAD
AND EXTRACTOR

3 PHASE POWER INPUT 406.6 16.01

550.1 21.66

50.8  MINIMUM CLEARANCE2.00
 REQUIRED

LPS COMMUNICATIONS CABLES

551.8 21.72

LPS AIR INTAKE
(30 CFM)

LPS AIR EXHAUST
(30 CFM)

POSITIVE CONNECTION 
TO PROJECTOR IGNITOR

NEGATIVE CONNECTION 
TO PROJECTOR IGNITOR

LAMP POWER SUPPLY INFORMATION:

WEIGHT: 32kg (70LBS)

ELECTRICAL CONNECTION:
3 220/400 VAC 50/60 Hz, 50AMP BREAKER

POWER CONSUMPTION (LAMP + HEAD):
13.2 kW (200-230V, 38A max.)
17.1 kW (380-415V, 26A max.)

COMMUNICATION CONNECTIONS: RS232 (x2)
IGNITOR CONNECTIONS: M12 LUG (x2)

8 7 6 5 4 3 2 1

H

G

F

E

D

C

B

A

8 7 6 5 4 3 2 1

H

G

F

E

D

C

B

A

SIZE PART NUMBER

020-100731-01
REVISION

SCALE
1:4

MASS
- LBS [- KG] SHEET 3 OF 3
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