
76.6 3.02  MIN. 
308.6 [12.15] MAX.

USING SUPPLIED
EXTENSIONS

76.6 3.02  MIN. 
108.6 [4.04] MAX.50.0 1.97

ALL FEET HAVE M12 STUD

216 8.5

LPS
COMMUNICATIONS

LPS
INTERLOCK

LPS POSITIVE (+)

LPS NEGATIVE (-)

276.7 10.89  MIN.
308.7 [11.92] MAX.

219.6 8.65

640.9 25.23

484.1 19.06  MIN.
516.1 [20.09] MAX. 

 15.00°  15.00° 

ROLL ( 15 )

305 12.0

622 24.5

81.0 3.19

475.0 18.70

173.0 6.81 717.1 28.23 204.1 8.04  LENS DIMENSION (SEE TABLE BELOW) 

NOTE: CENTRE OF GRAVITY CALCULATED WITH STANDARD ZOOM LENS (129-106108-XX)

1093.7 43.06

1198.8 47.20

129.9 5.12

 15.00°  15.00° R265.5 [10.45]
APPROXIMATE 
SWING OF TPC

PITCH ( 15 )

GENERAL NOTES:
MASS: 133.9 kg (295 LBS) NO LENS
SHIPPING WEIGHT: 168.3 kg (371 LBS) NO LENS

OPERATING AMBIENT AIR TEMPERATURE: 10 C (50 F) MIN - 35 C (95 F) MAX.

POWER  REQUIREMENTS (HEAD ONLY): SINGLE PHASE 200-240 VAC, 7A MAX, 15 AMP 
BREAKER

POWER CONSUMPTION (HEAD ONLY): 1.4 kW MAX.

PROJECTOR (HEAD ONLY) HEAT HEAT LOAD: 4780 BTU/h MAX.*
LAMP EXHAUST HEAT LOAD: 27320 BTU/h MAX.*

*HEAT LOAD VALUES BASED ON 7kW LAMP RUNNING AT 8kW

TILT ANGLE: 15  MAX. PITCH/ROLL (REAR FEET ADJUSTMENT)
LENS P/N MASS 4K THROW DIMENSION

113-104106-XX 5.9 kg (13.0 LBS) 0.724:1 371.4 [14.62]
38-809071-71 6.2 kg (13.7 LBS) 0.905:1 383.6 [15.10]

129-104106-XX 6.7 kg (14.8 LBS) 1.13-1.31 358.8 [14.05]
129-105107-XX 5.7 kg (12.6 LBS) 1.31-1.62 307.1 [12.02]
129-106108-XX 5.0 kg (11.0 LBS) 1.63-2.17 295.4 [11.56]
129-107109-XX 5.4 kg (11.9 LBS) 1.98-2.71 250.9 [9.80]
129-108100-XX 4.8 kg (10.6 LBS) 2.71-3.89 295.8 [11.57]
129-109101-XX 6.3 kg (13.9 LBS) 3.89-5.43 367.4 [14.42]
129-110103-XX 6.9 kg (15.2 LBS) 4.98-7.69 412.6 [16.22]

8 7 6 5 4 3 2 1

H

G

F

E

D

C

B

A

8 7 6 5 4 3 2 1

H

G

F

E

D

C

B

A

CHRISTIE DIGITAL SYSTEMS
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CANADA, INC.

PART DESCRIPTION

ROADIE 4K35/45
SIZE PART NUMBER
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SCALE
1:5
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- LBS [- KG] SHEET 1 OF 4

PROPRIETARY
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± .125
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XX°
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1009.5 39.74

372.0 14.65

 90.00° 

210.2 8.28

217.7 8.57

789.9 31.10
LIGHT ENGINE 
EXHAUST 

REQUIRED CLEARANCES

681.6 26.83

88.8 3.49

500.0 19.69
MINIMUM LEFT SIDE

CLEARANCE

500.0 19.69
MINIMUM RIGHT SIDE

CLEARANCE

500.0 19.69
MINIMUM BACK

CLEARANCE

LAMP BLOWER
AIR INTAKE

LIGHT ENGINE
AIR INTAKE

LIQUID COOLING
EXHAUST

LAMP BLOWER
AIR INTAKE LPE EXHAUST

1329.5 52.34

649.6 25.58

522.0 20.55
594.8 23.42  MIN.
626.8 [24.44] MAX.439.0 17.28

ROADIE 4K35 PROJECTOR WITH SHROUD
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LPS PART #: 129-117100-XX

542.0 21.34

531.6 20.93

409.8 16.13
194 7.6

220 VAC AUXILLIARY CONNECTION
FOR PROJECTOR HEAD

3 PHASE POWER INPUT

406.6 16.01

542.0 21.34

210 8.3

272 10.7

LPS COMMUNICATION CABLES

75
6

29
.7

5

34
3

13
.5

0

ROADIE 4K35/45 PROJECTOR WITH LPS
SCALE 1:8

91
1.

60
35

.8
9

533 21.00

40
6

16
.0

0

1919.00 75.55

35
5

14
.0

0

ROADIE 4K35/45 PROJECTOR (NO LPS)
SCALE 1:8

750 29.51

42
0

16
.5

4

POSITIVE CONNECTION
TO PROJECTOR IGNITOR
NEGATIVE CONNECTION
TO PROJECTOR IGNITOR

LPS
AIR INTAKE
(20 CFM)

LPS
AIR EXHAUST
(20 CFM)

LAMP POWER SUPPLY INFORMATION:
WEIGHT: 51.3 kg (113 LBS)
SHIPPING WEIGHT: 71.2 kg (157 LBS)

ELECTRICAL CONNECTION:
3  220/400 VAC 50/60 Hz, 50AMP BREAKER

POWER CONSUMPTION (LAMP + HEAD):
13.2 kW (200-230v, 50/60Hz 39A MAX.)
17.1 kW (380-415V, 50/60Hz 26A MAX.)

LPS HEAT LOAD: 6830 BTU/h MAX.

COMMUNICATION CONNECTIONS: RS232 (x2)
IGNITOR CONNECTIONS: M12 LUG (x2)

NOTE: CENTRE OF GRAVITY CALCULATED WITH STANDARD ZOOM LENS (129-106108-XX)
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70
2

27
.6

2

16
24

63
.9

3

91
1.

60
35

.8
9

533 21.00

40
6

16
.0

0

1935.5 76.20

NOTE: CENTRE OF GRAVITY CALCULATED WITH STANDARD ZOOM LENS (129-106108-XX)

STACKED CONFIGURATION
ROADIE 4K35/45 PROJECTOR AND LPS
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