
Technical Bulletin

GS Series (700, 850) lens usage
Due to thermal drift, the 1.22-1.52 Zoom (P/N: 140-100102-XX) lens cannot be used with GS Series
(700, 850) projectors. Christie recommends using the 1.22-1.52 Zoom (P/N: 140-131106-XX) lens
with the following projectors:

Model Part number

DHD850-GS (White) 140-030104-XX

DWU850-GS (White) 140-031105-XX

DHD850-GS (Black) 140-030115-XX

DWU850-GS (Black) 140-031116-XX

DHD850-GS (China, Black) 140-030126-XX

DWU850-GS (China, Black) 140-031127-XX

DHD700-GS (White) 140-027100-XX

DWU700-GS (White) 140-028101-XX

DHD700-GS (Black) 140-027111-XX

DWU700-GS (Black) 140-028112-XX

DHD700-GS (China, Black) 140-027122-XX

DWU700-GS (China, Black) 140-028123-XX

Technical support
Technical support for Christie products is available at:

• North and South America: +1-800-221-8025 or Support.Americas@christiedigital.com

• Europe, Middle East, and Africa: +44 (0) 1189 778111 or Support.EMEA@christiedigital.com

• Asia Pacific: +65 6877-8737 Support.APAC@christiedigital.com
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